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Deutsch  
Grundsätzlich müssen zur wandseitigen Montage Befestigungsbeschläge benutzt werden, die für die 
heimischen Wände geeignet sind. Sollten Fragen bestehen, holen Sie sich fachlichen Rat ein.  
Der beigepackte Dübel ist für folgende Wände geeignet: Beton, Vollziegel, Kalksandvollstein, 
Porenbeton, Hochlochziegel, Kalksandlochstein, Gipsbauplatte, Gipskarton - und Gipsfaserplatte, 
Hohlbloc ksandstein aus Leichtbeton, Hohldecken aus Ziegel, Spannbetonhohldecken, Naturstein, 
Spanplatten, Vollgips -Platten, Vollstein aus Leichtbeton.  
 

English 
In principle, specific fastening fittings must be used for wall -side installation, which are suitable fo r 
the specific walls at your home. If you have any questions, seek professional advice.  The enclosed 
dowel is suitable for the following walls: concrete, solid brick, solid sand -lime brick, aerated 
concrete, vertically perforated brick, sand -lime perforate d brick, gypsum wallboard, gypsum 
plasterboard and gypsum fiber board, hollow block sandstone made of lightweight concrete, hollow 
core slabs made of brick, prestressed concrete hollow slabs, natural stone, chipboard, solid gypsum 
panels, solid stone made of lightweight concrete  
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Deutsch  
Die Beleuchtung kann über zwei verschiedene Modi gesteuert werden. Der Modus wird über den  
Umschalter gewählt.   

 
Einstellungsmöglichkeiten:  
Modus 1 (Werkseinstellung):  Beleuchtung wird durch die Klappe gesteuert.  

  bei geschlossener Klappe -> Beleuchtung aus  
  bei geöffneter Klappe -> Beleuchtung ein  

Modus 2:  EIN/AUS-Modus 
  Beleuchtung kann von Hand gesteuert werd en (Touch-Steuerung)  

English 
The lighting can be controlled via two different modes. The mode is selected via the toggle switch.   

 
Setting options:  
Mode 1 (factory setting):  Lighting is controlled by the flap.  

  when the flap is closed -> lighting off  
  when the flap is open -> lighting on  

Mode 2:  ON/OFF mode  
  Lighting can be controlled manually (touch control)  

Modus 1 

Modus 2 
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