
Design by nanimarquina team

Telares

Fiber 100% Afghan wool
Technique Hand loomed 
Type Kilim
Density 99,000 knots/m2 
Total height 4 mm
Weight 1.20 kg/m2

Fibra 100% Lana afgana 
Técnica Hand loomed
Tipo Kilim 
Densidad 99.000 nudos/m2

Altura total 4 mm
Peso 1,20 kg/m2

Can be dry-cleaned
Se puede lavar en seco

This collection can be made in special 
sizes, subject to maintaining the original 
proportions of the standard size.
Ask for terms and conditions of delivery.

Esta colección puede hacerse en medidas
especiales respetando las proporciones
originales del tamaño estándar. 
Consultar condiciones y plazos de entrega.
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Nani Marquina SL
NIF B58468521

Head Office
Església 10, 3er D     

T + 34 932 376 465
 F + 34 932 175 774

  08024 Barcelona (Spain)
 info@nanimarquina.com

  www.nanimarquina.com 

1

Instructions / Consejos

Vacuum your rug regularly.
Recomendamos pasar el aspirador 
frecuentemente. 

2

3

Stains / Manchas

When necessary, take your rug to a specialist 
dry-cleaner.
Recomendamos llevar la alfombra en 
tintorerías especializadas, en caso que sea 
necesario. 

Clean spills correctly before they dry.
Limpiar las posibles manchas con la solución 
adecuada antes de que se sequen. 

Coffee
Café

Tea
Té

Milk
Leche

Chocolate
Chocolate

Wine
Vino

Blood
Sangre

Urine
Excrements

Orina
Excrementos

Grease
Grasas

Wax
Cera

Ink
Tinta

Mud
Barro

General dirt
Suciedad en general

Dilution of detergent 
Disolución de detergente

Warm water
Agua tibia

First vacuum and then apply the 
dilution with a damp sponge. 
Afterwards, carefully rub with a clean 
cloth and leave to dry. cloth and 
allow drying.
Pasar primero el aspirador y aplicar la 
disolución con una esponja húmeda.
Limpiar luego con un trapo 
limpio y dejar secar.

Test colour resistance first on a 
corner, then apply the solvent with a 
clean white cloth directly on 
the stain.
Comprobar primero en una esquina la 
resistencia del color y aplicar con un 
trapo blanco limpio directamente sobre 
la mancha.

Leave the stain to dry and then brush. 
Finally apply the dilution with a damp 
sponge. Afterwards, rub carefully with 
a clean cloth and leave to dry.
Dejar secar, cepillar y aplicar la disolución 
con una esponja húmeda.
Limpiar luego con un trapo limpio y 
dejar secar.

What to use / Qué usar How/ Cómo

Care and Cleaning / Conservación y limpieza  

Solvent
(Perchloroethylene)

Disolvente
(Perclorotileno)

Ammonia
Amoníaco

Warm water
Agua tibia

Vinegar
Vinagre

Can be dry-cleaned
Se puede lavar en seco

1.2

 Fibre 100% Wool
 Fibra 100% Lana 

MADE IN PAKISTAN

20ETICYL1.2



Technical certifications
Technische Zertifizierungen
Certifications techniques
Certificazioni tecniche



Technical certifi cations
Technische Zertifi zierungen
Certifi cations techniques
Certifi cazioni tecniche

Icons / Symbole / Icônes / Icone

LC5 (highest luxury rating)

400h of Light exposition
Fair

400h of Light exposition
Poor

Thermal resistance has to be
lower than 0.17  m2 K/W.
The symbol indicates that the rug 
can be used in combination
with underfl oor heating systems.

Continuous (offi ce etc.)

Continuous

Excellent

Lower smoke density 
Contract use

Lower smoke density

Heavy

General

Reaction to fi re
Brandklassen
Réaction au feu 
Reazione al fuoco

Comercial use
Objektbereich 
Usage commercial
Uso commerciale

Luxury class
Luxusklasse
Luxe et confort
Classe di lusso

UV resistance
UV Beständigkeit
Résistance UV
Resistenza UV

Thermal conductivity
Fußbodenheizung
Conductivité thermique 
Conduttività termica

Castor chairs allowed
Stuhlrolle
Compatible avec 
les chaises à roulettes 
Sedie con ruote consentite

Suitable for stairs
Treppeneignung
Convient aux escaliers 
Adatto a scale

Water resistance
Wasser Beständigkeit
Résistance à l’eau 
Resistenza all’acqua

Domestic use
Privatbereich
Usage domestique
Uso domestico

200h of Light exposition
Excellent

200h of Light exposition
Good

Moderate

Heavy

EU certifi cates



HAND TUFTED
100% New Zealand 
wool

HAND TUFTED
100% New wool

HAND TUFTED
56,000 knots/m2  
100% Recycled PET

HAND KNOTTED 
Type Indo Nepal
100% New Zealand

HAND KNOTTED 
Type Indo Nepal 
100% Jute

HAND LOOMED
Type Kilim
100% Hand Spun
Afghan wool

HAND LOOMED
Type Dhurrie
49% New Zealand 
wool + 45% wool 
felt + 6% Cotton

HAND LOOMED
Type Dhurrie
100% New Zealand 
wool 

Reaction 
to fi re
Brandklassen
Réaction
au feu 
Reazione 
al fuoco

Reaction 
to fi re
Brandklassen
Réaction
au feu 
Reazione 
al fuoco

Indoor use
Verwendung 
in Innenräumen
Utilisation 
en intérieur
Uso interno

Outdoor use
Verwendung 
im Freien
Utilisation 
en extérieur
Uso esterno

Domestic use
Privatbereich
Usage domestique
Uso domestico

Domestic use
Privatbereich
Usage domestique
Uso domestico

Comercial use
Objektbereich 
Usage commercial
Uso commerciale

Comercial use
Objektbereich 
Usage commercial
Uso commerciale

Luxury
class
Luxusklasse
Luxe 
et confort
Classe
di lusso

Water 
resistance 
Wasser 
Beständigkeit
Résistance
à l’eau 
Resistenza
all’acqua

Thermal 
Conductivity
Fußbodenheizung
Conductivité 
thermique 
Conduttività
termica

UV resistance
UV Beständigkeit
Résistance UV
Resistenza UV

Castor chairs
allowed
Stuhlrolle
Compatible 
avec les chaises 
à roulettes 
Sedie con ruote
consentite

Castor chairs
allowed
Stuhlrolle
Compatible 
avec les chaises 
à roulettes 
Sedie con ruote
consentite

Suitable 
for stairs
Treppeneignung
Convient
aux escaliers 
Adatto a scale

Suitable 
for stairs
Treppeneignung
Convient
aux escaliers 
Adatto a scale

HAND LOOMED
Type Dhurrie
39,600 knots/m2  
100% Recycled PET

EU certifi cates



CFR 16 PART 1630/1631 ASTM E648 CAL PROP 65

Techniques and materials Flammability test
Standard for the surface 
flammability of carpets and 
rugs (pill test)

Flammability test
Standard method for critical 
radiant flux of floor covering 
systems using a radiant heat 
energy source

Lead content
Test assuring rug free of hanful 
substances

Type Dhurrie 
100% New Zealand Wool

Complies Class I Pass

Type Outdoor Dhurrie 
100% Recycled PET

Complies Class I Pass

Type Dhurrie
49% New Zealand wool 
+ 45% wool felt + 6% cotton

Complies Class I Pass

Type Kilim
100% Hand Spun Afghan 
wool

Complies Class I Pass

Type Dhurrie 
50% Nettle + 50% Jute

Complies Class I

Type Dhurrie 
100% Hemp

Complies

100% New Zealand Wool Complies Class I Pass

100% New Wool Complies Pass

Type Persian Knote
100% Hand Spun Afghan 
Wool

Complies Class II

Type Indo Nepal
100% Jute

Complies Class II

Type Indo Nepal
100% New Zealand Wool

Complies Class I

USA certificates

HAND 
LOOMED

HAND 
TUFTED

HAND 
KNOTTED


