
Noc Wall is an adaptable die-cast aluminium wall light with a faceted shade 
and a smooth powder coat finish. The rotating mechanism provides two 
points of adjustment and the main light is fixed into the wall-mounted 
bracket allowing the cable to hang freely from the light to be plugged into  
a wall socket. Noc Wall is a versatile light for every day use in both domestic 
and commercial settings. It is supplied with a bulb and a two-metre cable 
with inline rocker switch. Noc Wall is available in dark grey, and off white.

Noc Wall 
wrong london

Description

Specifications Mounting Type Wall 
Environment Indoor

Material Aluminium, Fabric Cable 
Product Weight  1kg

Lamp Description E14–2800K–470lm 
Supply 220–240V AC Mains Power Plug 
Switch type Inline Rocker, Switch @0.45m 
Ingress Protection (IP) 20  
Cord Type 2m

Colour  Off-White 
  Dark Grey–RAL 7106

Dimensions
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LED 2W 210lm 3000K warm white

h(m) E(lx) D(m)
7°

1 7783 0.12
2 1946 0.24
3 865 0.37
4 486 0.49
5 311 0.61

Technical data
Luminous flux of the luminaire 194lm
Connected load 4W
Luminous efficacy 49lm/W
Colour deviation SDCM<2
Colour rendition index CRI>90
Lumen maintenance L80/B10 50000h
LED failure rate 0.1% 50000h
Dimming range 1%-100%
Dimming method PWM
LMF E
Energy efficiency class EEI A++

71001.000 White (RAL9002)
LED 2W 210lm 3000K warm white
Dimmable
Version 4
Spherolit lens, narrow spot

Product description
Cylindrical light head: cast aluminium,
powder-coated. 270° tilt.
Housing: polymer, rotatable on 3-circuit
adapter through 360°.
Electronic control gear, dimmable.
Potentiometer for brightness control.
ERCO 3-circuit adapter: polymer.
LED module: high-power LEDs on
metal-core PCB. SDCM<2. CRI>90. L80/
B10 50000h. Collimating lens made of
optical polymer.
Dimming with external dimmers pos-
sible (trailing edge).
Weight 0.50kg

Mounting
ERCO 3-circuit track
Hi-trac 3-circuit track
1-circuit singlet

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 32153 $, am 2016-3-1 um 17:09

E Optec Spotlight

ERCO Lighting Ltd.
38 Dover Street
London W1S 4NL
Great Britain
Tel.: +44 20 7344 4900
Fax: +44 20 7409 1530
info.uk@erco.com

ERCO Lighting Pte. Ltd.
Representative Office
349 Pacific Highway
North Sydney NSW 2060
Australia
Tel.: +61 2 9004 8801
Fax: +61 2 9004 8805
info.au@erco.com

ERCO GmbH
Brockhauser Weg 80-82
58507 Lüdenscheid
Germany
Tel.: +49 2351 551 0
Fax: +49 2351 551 300
info@erco.com

Technical Region: 220V-240V/50Hz
We reserve the right to make technical
and design changes.
Edition: 01.03.2016
Current version under
www.erco.com/71001.000

1/3

120

d70

70

12
8

15
1

LED

0q 6 p C
i

30° 30°

60° 60°

10000 cd

LED 2W 210lm 3000K warm white

h(m) E(lx) D(m)
7°

1 7783 0.12
2 1946 0.24
3 865 0.37
4 486 0.49
5 311 0.61

Technical data
Luminous flux of the luminaire 194lm
Connected load 4W
Luminous efficacy 49lm/W
Colour deviation SDCM<2
Colour rendition index CRI>90
Lumen maintenance L80/B10 50000h
LED failure rate 0.1% 50000h
Dimming range 1%-100%
Dimming method PWM
LMF E
Energy efficiency class EEI A++

71001.000 White (RAL9002)
LED 2W 210lm 3000K warm white
Dimmable
Version 4
Spherolit lens, narrow spot

Product description
Cylindrical light head: cast aluminium,
powder-coated. 270° tilt.
Housing: polymer, rotatable on 3-circuit
adapter through 360°.
Electronic control gear, dimmable.
Potentiometer for brightness control.
ERCO 3-circuit adapter: polymer.
LED module: high-power LEDs on
metal-core PCB. SDCM<2. CRI>90. L80/
B10 50000h. Collimating lens made of
optical polymer.
Dimming with external dimmers pos-
sible (trailing edge).
Weight 0.50kg

Mounting
ERCO 3-circuit track
Hi-trac 3-circuit track
1-circuit singlet

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 32153 $, am 2016-3-1 um 17:09

E Optec Spotlight

ERCO Lighting Ltd.
38 Dover Street
London W1S 4NL
Great Britain
Tel.: +44 20 7344 4900
Fax: +44 20 7409 1530
info.uk@erco.com

ERCO Lighting Pte. Ltd.
Representative Office
349 Pacific Highway
North Sydney NSW 2060
Australia
Tel.: +61 2 9004 8801
Fax: +61 2 9004 8805
info.au@erco.com

ERCO GmbH
Brockhauser Weg 80-82
58507 Lüdenscheid
Germany
Tel.: +49 2351 551 0
Fax: +49 2351 551 300
info@erco.com

Technical Region: 220V-240V/50Hz
We reserve the right to make technical
and design changes.
Edition: 01.03.2016
Current version under
www.erco.com/71001.000

1/3

LED

Height  160mm 
Width 110mm 
Depth 230mm


